
 
ALO.EP: Emergency Preparedness and Response

Question ID,
References

EP.ERL.LOCATION.O , 195.402(a) (also presented in: EP.ERL)

Question Text Are appropriate parts of the manual kept at locations where operations and
maintenance activities are conducted?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

EP.EPO.OPALOCATION.O , 194.111(a) (194.111(b)) (also presented in: EP.EPO)

Question Text Is the response plan maintained at required locations?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

ALO.FS: Facilities and Storage

Question ID,
References

FS.FG.SIGNAGE.O , 195.434 (also presented in: FS.FG)

Question Text Are there operator signs around each pumping station, breakout tank area, and
other applicable facilities?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

FS.FG.FACPROTECT.O , 195.436 (also presented in: FS.FG)
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Question Text Are facilities adequately protected from vandalism and unauthorized entry?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

FS.FG.IGNITION.O , 195.438 (also presented in: FS.FG)

Question Text Is there signage that prohibits smoking and open flames around pump stations,
launchers and receivers, breakout tank areas, or other applicable facilities?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

FS.FG.FIREPROT.O , 195.430(a) (195.430(b); 195.430(c); 195.262(e)) (also
presented in: FS.FG)

Question Text Has adequate fire protection equipment been installed at pump station/breakout
tank areas and is it maintained properly?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

FS.VA.VALVEMAINT.O , 195.420(a) (also presented in: FS.VA)

Question Text Are valves necessary for the safe operation the pipeline systems in good working
order?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

FS.TS.OVERFILLBO.O , 195.428(c) (also presented in: FS.TS)
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Question Text Do selected overfill protection systems on aboveground breakout tanks that were
constructed or significantly altered after October 2, 2000 function properly and are
they in good mechanical condition? [Note: This question applies to both non-HVL
and HVL pressure breakout tanks.]

Result Sat

Assets Covered Unit 925, Unit 39735

Result Notes High-high alarms in place

Result NA

Assets Covered Unit 32965

Result Notes No such relevant facilities/equipment existed in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

FS.TS.BOINSPECTION.O , 195.432(a) (195.432(b); 195.432(c); 195.401(b)) (also
presented in: FS.TS)

Question Text Is the condition of steel atmospheric or low pressure tanks acceptable?

Result Sat

Assets Covered Unit 925, Unit 39735

Result NA

Assets Covered Unit 32965

Result Notes No such relevant facilities/equipment existed in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

FS.TS.BOVENT.O , 195.264(d) (also presented in: FS.TS)

Question Text Is normal/emergency relief venting and pressure/vacuum-relieving devices installed
on aboveground breakout tanks after October 2, 2000 adequate?

Result Sat

Assets Covered Unit 925, Unit 39735

Result NA

Assets Covered Unit 32965

Result Notes No such relevant facilities/equipment existed in the scope of inspection review.
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Temporary
Inspector Notes

(none)

 

ALO.MO: Maintenance and Operations

Question ID,
References

MO.LO.OMLOCATION.O , 195.402(a) (also presented in: MO.LO)

Question Text Are appropriate parts of the manual kept at locations where operations and
maintenance activities are conducted?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes OMER manual is available on line at all pump stations and via wireless internet.

Temporary
Inspector Notes

(none)

 

Question ID,
References

MO.LMOPP.LAUNCHRECVRELIEF.O , 195.426 (also presented in: MO.LMOPP)

Question Text Are launchers and receivers equipped with relief devices?

Result NC

Assets Covered Unit 39735

Result Notes Not observed

Result Sat

Assets Covered Unit 925, Unit 32965

Result Notes Castlerock, Olympia, Renton, and Allen Stations.

Temporary
Inspector Notes

(none)

 

ALO.PD: Public Awareness and Damage Prevention

Question ID,
References

PD.RW.ROWMRKR.O , 195.410(a) (195.410(b); 195.410(c); CGA Best Practices,
v4.0, Practice 2-5; CGA Best Practices, v4.0, Practice 4-20) (also presented in:
PD.RW)

Question Text Are line markers placed and maintained as required?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735
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Temporary
Inspector Notes

(none)

 

Question ID,
References

PD.RW.ROWCONDITION.O , 195.412(a) (also presented in: PD.RW)

Question Text Are the ROW conditions acceptable for the type of patrolling used?

Result Sat

Assets Covered Unit 925, Unit 39735

Result Notes Aerial patrols, and foot patrols for certain segments.

Temporary
Inspector Notes

(none)

 

ALO.PROT9: OQ Protocol 9

Question ID,
References

TQ.PROT9.TASKPERFORMANCE.O , 195.501(a) (195.509(a)) (also presented in:
TQ.PROT9)

Question Text Verify the qualified individuals performed the observed covered tasks in accordance
with the operator's procedures or operator approved contractor procedures.

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes Covered tasks included: P/S reads, rectifier check and reads, station check,
partially operate valve (Unit 39735)

Temporary
Inspector Notes

(none)

 

Question ID,
References

TQ.PROT9.QUALIFICATIONSTATUS.O , 195.501(a) (195.509(a)) (also presented
in: TQ.PROT9)

Question Text Verify the individuals performing the observed covered tasks are currently qualified
to perform the covered tasks.

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

TQ.PROT9.AOCRECOG.O , 195.501(a) (195.509(a)) (also presented in: TQ.PROT9)
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Question Text Verify the individuals performing covered tasks are cognizant of the AOCs that are
applicable to the tasks observed.

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

TQ.PROT9.VERIFYQUAL.O , 195.501(a) (195.509(a)) (also presented in:
TQ.PROT9)

Question Text Verify the qualification records are current, and ensure the personal identification
of all individuals performing covered tasks are checked, prior to task performance.

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

TQ.PROT9.CORRECTION.O , 195.501(a) (195.509(a)) (also presented in:
TQ.PROT9)

Question Text Have potential issues identified by the headquarters inspection process been
corrected at the operational level?

Result NC

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes Could not confirm.  This information was not available.

Temporary
Inspector Notes

(none)

 

ALO.TD: Time-Dependent Threats

Question ID,
References

TD.CPMONITOR.TESTLEADMAINT.O , 195.567(c) (also presented in:
TD.CPMONITOR)

Question Text Are CP test lead wires properly maintained?

Result Sat

Assets Covered Unit 39735
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Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.CPMONITOR.MONITOR.O , 195.571 (also presented in: TD.CPMONITOR)

Question Text Do the methods for taking CP monitoring readings allow for the application of
appropriate CP monitoring criteria?

Result Sat

Assets Covered Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.CPMONITOR.CURRENTTEST.O , 195.573(c) (also presented in: TD.CPMONITOR)

Question Text Are rectifiers, interference bonds, diodes, and reverse current switches properly
maintained and are they functioning properly?

Result Concern

Assets Covered Unit 39735

Summary Regarding the non-critical cathodic protection bond to KM at the Linnton Delivery
Facility (DF) in Portland Oregon, there are indications that the bond is actually
critical.  Should this be a critical bond?

Result Notes I have a question for Ross Degerstedt, CP Supr., regarding the non-critical bond to
KM at the Linnton DF.  The BP rectifier is continually cycled at 1 sec off, 4 sec on. 
P/S outside fence: 2.7 off, 3.15 on.  Bond readings with 0.001 ohm shunt: BP
rectifier off, 3.5 mV (3.5 A); rectifier on, 0.33 A.  Should this be a critical bond? 
8/27/14: Ross says they need to investigate.  Otherwise, OK

Result Sat

Assets Covered Unit 925, Unit 32965

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.CPBO.BO.O , 195.573(d) (also presented in: TD.CPBO)

Question Text Are cathodic protection monitoring tests performed correctly on breakout tank
bottoms?

Result Sat
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Assets Covered Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.CP.ISOLATE.O , 195.575(a) (195.575(b); 195.575(c); 195.575(d)) (also
presented in: TD.CP)

Question Text Are measures performed to ensure electrical isolation of each buried or submerged
pipeline from other metallic structures unless they electrically interconnect and
cathodically protect the pipeline and the other structures as a single unit?

Result Concern

Assets Covered Unit 925, Unit 32965, Unit 39735

Summary This casing is in OPL's test lead program to have leads attached, however, how
long has this condition been known by OPL? There are about 97 casings which still
need to be evaluated.

Result Notes Near Yelm WA at the Northern Pacific Road crossing, MP 2948+51,
46.949313,-122.594815, 150' casing in did not have test leads or casing vents.
OPL was aware and it is on a construction list to add test leads. There are many
other casings like this and OPL has a program to dig and add test leads.

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.CPMONITOR.INTFRCURRENT.O , 195.577(a) (also presented in:
TD.CPMONITOR)

Question Text Are areas of potential stray current identified, and if found, the detrimental effects
of stray currents minimized?

Result Concern

Assets Covered Unit 925

Summary Same issue as Time Dependent Threats Question 18. Reading at MP 82.15 was
16.56 VAC on 20" pipeline. This location already has AC mitigation anodes in
place. OPL is aware of this and is on list of facilities to repair or add mag bags.

Result Notes Same issue as Time Dependent Threats Question 18.  Reading at MP 82.15 was
16.56 VAC on 20" pipeline. This location already has AC mitigation anodes in
place. OPL is aware of this and is on list of facilities to repair or add mag bags.

Result Sat

Assets Covered Unit 32965, Unit 39735
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Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.ATM.ATMCORRODEINSP.O , 195.583(c) (195.581(a)) (also presented in:
TD.ATM)

Question Text Is aboveground pipe that is exposed to atmospheric corrosion protected?

Result Concern

Assets Covered Unit 925, Unit 39735

Summary Some stations/terminals have metal-to-metal contact at pipe supports: especially
at Bayview Terminal.  There is insulated pipe for sound control (steel-jacketed
fiberglass) and thermal insulation (coated open-celled foam) on provers at most
pump stations and terminals.  There are ongoing projects that appear to
adequately address these potential corrosive situations.

Result Notes Some stations/terminals have metal-to-metal contact at pipe supports: especially
at Bayview Terminal.  There is insulated pipe for sound control (steel-jacketed
fiberglass) and thermal insulation (coated open-celled foam) on provers at most
pump stations and terminals.  There are ongoing projects that appear to
adequately address these potential corrosive situations.

Result Sat

Assets Covered Unit 32965

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.ICP.INHIBITOR.O , 195.579(b) (also presented in: TD.ICP)

Question Text Are internal corrosion monitoring devices placed in appropriate locations?

Result NC

Assets Covered Unit 39735

Result Notes not observed

Result NA

Assets Covered Unit 925, Unit 32965

Result Notes No such relevant facilities/equipment existed in the scope of inspection review.

Temporary
Inspector Notes

(none)
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ALO.TQ: Training and Qualification

Question ID,
References

TQ.OQ.OQPLAN.O , 195.505(h) (also presented in: TQ.OQ)

Question Text Do individuals performing covered tasks demonstrate adequate skills and
knowledge?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

AR.RCHCA: Repair Criteria (HCA)

Question ID,
References

AR.RCHCA.DISCOVERY.R , 195.452(h)(2)

Question Text From the review of the results of selected ILI and remediation projects, did
discovery of all anomalies occur promptly, but no later than 180 days of completion
of the assessment?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes 18-mo conditions typically apply to anomalies found outside HCAs which do not
meet the immediate criteria. Reviewed both digs at K booster on Unit 925 (only
digs completed). 2014 results not available--no immediate or 60-d anomalies.
Looked at 60-d W2 dig in Oregon--corrosion pit. Repaired with clockspring within
60-d timeframe.

Temporary
Inspector Notes

(none)

 

AR.RCOM: Repair Criteria (O and M)

Question ID,
References

AR.RCOM.REMEDIATIONOM.O , 195.422(a) (195.422(b); 195.401(b)
(1)195.402(a); 195.402(c)(14); 195.569; 195.579(c))

Question Text Do the performance and documentation of remediation meet procedural
requirements for non-IM repairs?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such activity/condition was observed during the inspection.
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Temporary
Inspector Notes

(none)

 

AR.RCHCA: Repair Criteria (HCA)

Question ID,
References

AR.RCHCA.PRESSREDUCE.R , 195.452(l)(1)(ii) (95.404(a); 195.404 (b);
195.452(h)(1)(ii); 195.452(h)(4)(i); 195.55(a))

Question Text From the review of the results of ILI and remediation projects, was an acceptable
pressure reduction promptly taken for each Immediate Repair condition or when a
repair schedule could not be met?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

AR.RCHCA.DEFECTCAT.R , 195.452(l)(1)(ii) (195.452(h)(4))

Question Text From the review of the results of integrity assessments and remediation projects,
were there any defects that were not properly categorized?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes Vendor for 2014 runs was Baker-Hughes; Rosen was vendor last re-assessment.
Looked at two anomolies on K Booster to Anacortes line: 1-60 d had 2 dents less
than 2% indentation; 1-180 d dent on bottom of pipe due to rock. No defects
improperly categorized. Repairs are categorized per OMER 195.422, Repairs,
Replacements, & Relocations Procedure. This procedure refers to USPL STP
-32-200 for actual repair criteria. Looked at W2 Fuel line in Oregon for 1-60d dig
completed on 11/18/11. Category was correct per OMER.

Temporary
Inspector Notes

(none)

 

Question ID,
References

AR.RCHCA.IMSCHEDULE.R , 195.452(l)(1)(ii) (195.452.(h)(3))

Question Text Do records demonstrate that the operator has met the schedule for remediating a
condition in accordance with 195.452(h)(3)?

Result Sat
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Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

AR.RCHCA.SCHEDULEIMPL.R , 195.452(l)(1)(ii) (195.452(h)(4))

Question Text From the review of the results of selected ILI and remediation projects, were
defects in segments that could affect an HCA remediated or dispositioned within the
applicable mandatory time limits of 195.452(h)(4)?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

AR.EC: External Corrosion Direct Assessment (ECDA)

Question ID,
References

AR.EC.ECDAINDIRECT.O , 195.588(c) (195.452(j)(5)(iii))

Question Text Was the indirect examination performed in accordance with the operator's
procedures and 195.588(b)(3)?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

AR.EC.ECDADIRECT.O , 195.588(b)(4) (195.452(j)(5)(iii))

Question Text Was the direct examination performed in accordance with requirements?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Results and Notes Review file:///C:/InspectionAssistant/App/chrome/content/0.1/index.html?ff_profi...

12 of 72 12/17/2014 1:00 PM



Question ID,
References

AR.EC.ECDAPOSTASSESS.R , 195.589(c) (195.588(b)(5); 195.452(j)(3);
195.452(j)(4))

Question Text Do records indicate that requirements were met for post assessment?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

AR.IL: In-Line Inspection (Smart Pigs)

Question ID,
References

AR.IL.ASSESSSCHEDULE.R , 195,452(l)(1)(ii) (195.452(b)(5); 195.452(c);
195.452(d); 195.452(f)(2); 195.452(f)(5))

Question Text Does a review of records indicate that continual assessments are implemented as
specified in the plan?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

AR.IL.ILIINTEGRATION.R , 195.452(l)(1)(ii) (195.452(g))

Question Text Did the operator integrate other data/information when evaluating tool data/results
in the records reviewed?

Result Concern

Assets Covered Unit 925, Unit 32965, Unit 39735

Summary OPL needs to address why they did not find these indications in previous
ILI runs and data integration analyses. OPL will be asked to provide
additional information including a summary and description of programs in
place to integrate the data from ILI runs, CIS, digs, mapping etc. which
describes how the program works.

Result Notes After integrating ILI data from 2010 runs with previous ILI data and their cathodic
protection data management system (CDPM), OPL discovered discrepancies in the
data. This lack of correlation led OPL to start a multi year program to investigate
and mitigate, as necesssary, these areas. There were 114 discrepancy areas as
noted on the attached listing (ILI-CDPM Casing Indication Correlation).  OPL then
added a number of already known test lead/casing problem areas to the list. This
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brought the total number to over 200. Of the original 114, OPL has field
investigated 60. They fiound 31 of the 60 were casings which were already being
mointored. 18 were new, previously unknown casings of which 6 were removed
and 12 had new test leads attached. Eight of the 60 were not casings at all. OPL
believes these "new" casings were installed during original construction in 1965.
There are still 97 sites on OPL's project list of which 54 are the ILI discrepancy
areas--OPL does not know if these are casings or not. If there are casings, OPL
cannot determine if they are electrically isolated from the carrier pipe as they do
not have test leads.

Temporary
Inspector Notes

(none)

 

Question ID,
References

AR.IL.ILIIMPLEMENT.O , 195.452(b)(5)

Question Text Have the ILI procedures been followed?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such activity/condition was observed during the inspection.

Temporary
Inspector Notes

(none)

 

AR.OT: Other Technology

Question ID,
References

AR.OT.OTPLAN.R , 195.452(l)(1)(ii) (195.452(j)(5)(iv); 195.452(f)(5))

Question Text From the review of selected integrity assessments results, do records show the
assessments were performed in accordance with procedures and vendor
recommendations?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

AR.OT.OTPLAN.O , 195.452(j)(5)(iv)

Question Text Has the process for the use of "Other Technology" been followed?
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Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such relevant facilities/equipment existed in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

AR.OT.OTDEFECTCAT.R , 195.452(l)(1)(ii) (195.452(f)(4); 195.452(h)(2))

Question Text From the review of the results of selected integrity assessments, were defects
identified and categorized within 180 days or other applicable timeframe?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review--no
"other technology" was used by Olympic Pipeline to categorize defects.

Temporary
Inspector Notes

(none)

 

AR.PTI: Integrity Assessment Via Pressure Test

Question ID,
References

AR.PTI.PRESSTESTRESULT.R , 195.452(l)(1)(ii) (195.452(f)(2); 195.452(c))

Question Text From the review of the results of pressure tests, do the test records validate the
pressure test?

Result Sat

Assets Covered Unit 39735

Result Notes PT to 1140 psig min done on 14" delivery lines (P1, P2, Fuel and Gasoline)
downstream of the Portland DF (delivery facility) to the BP Terminal -- OK Subpart
E and MOP of 720 psig (ANSI.

Result NA

Assets Covered Unit 925, Unit 32965

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID, AR.PTI.PRESSTESTRESULT.O , 195.452(j)(5)(ii) (195.452(c)(1)(i)(b))
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References

Question Text Was the pressure test conducted in accordance with procedures?

Result NA

Assets Covered Unit 925, Unit 32965

Result Notes No such activity/condition was observed during the inspection.

Result Sat

Assets Covered Unit 39735

Temporary
Inspector Notes

(none)

 

AR.RC: Repair Criteria

Question ID,
References

AR.RC.REMEDIATION.O , 195.452(h) (195.402(a); 195.402(c)(14); 195.422(a);
195.569; 195.589(c))

Question Text Are anomaly remediation and documentation of remediation adequate?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such activity/condition was observed during the inspection.

Temporary
Inspector Notes

(none)

 

AR.RMP: Repair Methods and Practices

Question ID,
References

AR.RMP.SAFETY.O , 195.422(a) (195.402(c)(14))

Question Text Are repairs made in a safe manner and to prevent injury to persons and/or
property damage?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such activity/condition was observed during the inspection.

Temporary
Inspector Notes

(none)

 

Question ID, AR.RMP.METHOD.R , 195.404(c)(1) (195.422(a); 195.422(b); 195.452(h)(1))
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References

Question Text From the review of the results of integrity assessment and remediation projects,
were all repairs performed in accordance with procedures and applicable sections of
49 CFR Part 195?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes Used Clocksprings to repair all ILI anomalies reviewed during this inspection.
These repairs are acceptable under BP OMER 195.422 Exhibit RR-1 for these types
of anomaly.

Temporary
Inspector Notes

(none)

 

Question ID,
References

AR.RMP.REPAIRQUAL.R , 195.505(b) (195.507(a); 195.505(c); 195.452(h)(1))

Question Text From the review of the results of integrity assessment and remediation projects,
were personnel performing repairs, other than welding, qualified for the task they
performed?

Result Sat

Assets Covered Unit 925, Unit 39735

Result Notes W2 ILI repair 11-18-11, Coal Creek Re route 2013.

Result NA

Assets Covered Unit 32965

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

AR.RMP.PIPECONDITION.R , 195.404(c)(1) (195.404(c)(2))

Question Text From the review of the results of integrity assessment and remediation projects
and/or field observation, do repair records document all information needed to
understand the conditions of the pipe and its environment and provide the
information needed to support the Integrity Management risk model?

Result Sat

Assets Covered Unit 925, Unit 39735
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Result Notes Reviewed both 16" and 20" reroute under Coal Creek in Bellevue WA, 2013 and K
Booster ILI Integrity digs in 2012. Reviewed, welding procedure qualification,
welder qualification, NDE results, NDE qualifications, hydrotesting, materials
records,

Result NA

Assets Covered Unit 32965

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

AR.RMP.REPLACESTD.R , 195.422(b)

Question Text From the review of the results of integrity assessment and remediation projects
and/or field observation, were components that were replaced constructed to the
same or higher standards as the original component?

Result Sat

Assets Covered Unit 925, Unit 39735

Result NA

Assets Covered Unit 32965

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

AR.RMP.WELDERQUAL.R , 195.214(a) (195.214(b); 195.222(a); 195.222(b);
195.452(h)(1))

Question Text From the review of the results of integrity assessment and remediation projects,
were repairs requiring welding performed by qualified welders using qualified
welding procedures?

Result Sat

Assets Covered Unit 925, Unit 39735

Result NA

Assets Covered Unit 32965

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)
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Question ID,
References

AR.RMP.WELDQUAL.R , 195.226(a) (195.226(b); 195.226(c); 195.230(a);
195.230(b); 195.230(c); 195.452(h)(1))

Question Text From the review of the results of integrity assessment and remediation projects,
were weld defects repaired in accordance with §195.226 or §195.230?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

AR.RMP.WELDINSPECT.R , 195.228(a) (195.228(b);195.234(a); 195.234(b);
195.234(c); 195.234(d); 195.234(e; 195.452(h)(1))

Question Text From the review of the results of integrity assessment and remediation projects,
were welds inspected and examined in accordance with 195.228 or 195.234?

Result Sat+

Assets Covered Unit 925, Unit 39735

Result NA

Assets Covered Unit 32965

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

AR.RMP.CRACKREMEDIATION.R , 195.452(l)(1)(ii) (195.452(f)(3))

Question Text If the IM risk assessment and integrity assessments found cracks, SCC, or crack
like features cracking to be a threat on pipeline segments, have remedial actions
been taken to address integrity issues when assessment criteria have been
exceeded?

Result Sat

Assets Covered Unit 925

Result Notes BP does examine bare pipe for SCC (MP) at all anomaly digs, 700 digs.  SCC (near
nuetral, >60%, coal tar or tape, in HCA) has been found in the Allen to Renton,
and Renton to Portland. It has not found to be a significant threat.  A TFI tool was
run early 2000s.
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Result NA

Assets Covered Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

EP.EPO: Emergency Planning OPA

Question ID,
References

EP.EPO.OPALOCATION.O , 194.111(a) (194.111(b)) (also presented in: ALO.EP)

Question Text Is the response plan maintained at required locations?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

EP.ERL: Emergency Response Liquids

Question ID,
References

EP.ERL.REVIEW.R , 195.402(a)

Question Text Has the operator conducted annual reviews of the emergency plans and procedures
as required and made appropriate changes?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

The following notes are not part of the inspection record and will not be retained after the inspection is
locked.

Dennis Ritter
(Office Review)

PHMSA approval for Spill Response Plan in Dec 2012 dated Jan 16, 2014 by David
K. Lehman.  Required Olympic to adjust worst case release volumes in next update
of the plan which will be 2014-not completed yet). Olympic had reviews and
changes for 2011, 12 and 13.

 

Question ID,
References

EP.ERL.LOCATION.O , 195.402(a) (also presented in: ALO.EP)

Question Text Are appropriate parts of the manual kept at locations where operations and
maintenance activities are conducted?

Result Sat
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Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

EP.ERL.ACCIDENTDATA.R , 195.402(a) (195.402(c)(2))

Question Text Do the records demonstrate that the data needed for reporting accidents under
subpart B of this part was done in a timely and effective manner?

Result NA

Assets Covered Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Result Sat

Assets Covered Unit 925

Temporary
Inspector Notes

(none)

 

Question ID,
References

EP.ERL.ACCIDENTANALYSIS.P , 195.402(a) (195.402(c)(5); 195.402(c)(6))

Question Text Does the O&M plan include processes for analyzing pipeline accidents to determine
their causes?

Result Sat

Assets Covered Unit 925

Result NA

Assets Covered Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

EP.ERL.ACCIDENTANALYSIS.R , 195.402(a) (195.402(c)(5))

Question Text Do records indicate pipeline accidents were analyzed to determine their causes?

Result Sat

Assets Covered Unit 925
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Result Notes Checked accidents occuring in 2011 at Allen Station.

Result NA

Assets Covered Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

The following notes are not part of the inspection record and will not be retained after the inspection is
locked.

Dennis Ritter
(Office Review)

Did BP address the abnormal conditions-ie did the investigation look at whether
employees recognized AOCs? BP Olympic replaced 76 TRVs with inadequate
nameplate data per STP 32-47 section 6.3 (Action Item No. 2) of "Traction"
database used to track action items. BP will look at getting copy of these
responses. Completed Dec 30, 2013.

 

Question ID,
References

EP.ERL.LIAISON.R , 195.402(a) (195.402(c)(12))

Question Text Do records indicate liaisons are established and maintained with appropriate fire,
police and other public officials and utility owners in accordance with procedures?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

EP.ERL.NOTICES.R , 195.402(a) (195.402(e)(1))

Question Text Do records indicate receiving, identifying, classifying and communicating notices of
events requiring immediate response in accordance with procedures?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes All notices handled the same.  The use control room logs, Spill Notification
Checklist, and Line Situation Reports (emergency calls) to document

Temporary
Inspector Notes

(none)

 

Question ID,
References

EP.ERL.AUTHORITIES.R , 195.402(a) (195.402(e)(7))

Question Text Do records indicate that notifications were made to fire, police, and other
appropriate public officials of hazardous liquid emergencies and were coordinated
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with preplanned and actual responses (including additional precautions necessary
for an emergency involving HVLs)?

Result NA

Assets Covered Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Result Sat

Assets Covered Unit 925

Temporary
Inspector Notes

(none)

 

Question ID,
References

EP.ERL.POSTEVNTREVIEW.R , 195.402(a) (195.402(e)(7); 195.402(e)(9))

Question Text Do records indicate post accident reviews of employee activities were performed to
determine whether the procedures were effective in each emergency and take
corrective action where deficiencies are found?

Result Sat

Assets Covered Unit 925

Result Notes Reviewed "Demobilization/Post Incident Analysis Section 8 for Allen Station
accidents 4/1/12, 3/31/12.

Result NA

Assets Covered Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

EP.ERL.COMMSYS.R , 195.408(b)

Question Text Do records indicate emergency communication system(s) use was as required?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)
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EP.ETR: Emergency Training of Personnel

Question ID,
References

EP.ETR.TRAINING.R , 195.403(a)

Question Text Do records indicate the operator provided training to its emergency response
personnel as required?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

The following notes are not part of the inspection record and will not be retained after the inspection is
locked.

Dennis Ritter
(Office Review)

Check procedure for employee refresher training duration BP will get clarification

 

Question ID,
References

EP.ETR.TRAININGREVIEW.R , 195.403(b)

Question Text Have annual reviews of the emergency response training program been conducted
appropriate changes made as necessary to ensure it is effective?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

The following notes are not part of the inspection record and will not be retained after the inspection is
locked.

Dennis Ritter
(Office Review)

Added section in plan for calculating spill volume based on spill in land or on water
to specifically address lack of expertise.

 

Question ID,
References

EP.ETR.TRAININGSUPERVISE.R , 195.403(c)

Question Text Do records indicate verification that supervisors are knowledgeable of emergency
response procedures for which they are responsible?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

FS.TSAPIINSPECT: Tanks and Storage - Inspection

Question ID, FS.TSAPIINSPECT.BOINSPECTION.R , 195.404(c)(3) (195.432(a))
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References

Question Text Do records document that breakout tanks that are not steel atmospheric or low
pressure tanks or HVL steel tanks built according to API 2510 have been inspected
at the proper interval and that deficiencies found during inspections have been
corrected?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such relevant facilities/equipment existed in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

FS.TSAPIINSPECT.BOINSRVCINSP.R , 195.404(c)(3) (195.432(b))

Question Text Do records document that steel atmospheric or low pressure breakout tanks have
received routine in-service inspections at the required intervals and that
deficiencies found during inspections have been documented?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

FS.TSAPIINSPECT.BOEXTINSP.R , 195.404(c)(3) (195.432(b))

Question Text Do records document that steel atmospheric or low pressure breakout tanks have
received external inspections at the required intervals and that deficiencies
documented during inspections have been corrected within a reasonable time
frame?

Result Sat

Assets Covered Unit 925

Result Notes Reviewed Mistras 4/9/2014 API 653 Internal Tank Inspection report for Tank 209.
204, 205

Result NA

Assets Covered Unit 32965, Unit 39735

Result Notes Oregon tanks: internal performed in 2006, external performed in 2011. No
breakout tanks in 32965. No such event occurred, or condition existed, in the
scope of inspection review.
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Temporary
Inspector Notes

(none)

 

Question ID,
References

FS.TSAPIINSPECT.BOEXTUTINSP.R , 195.404(c)(3) (195.432(b))

Question Text Do records document that steel atmospheric or low pressure breakout tanks have
received ultrasonic thickness inspections at the required intervals and that
deficiencies found during inspections have been documented?

Result Sat

Assets Covered Unit 925

Result Notes Reviewed Mistras 4/9/2014 API 653 Internal Tank Inspection report for Tank 209.
204, 205. External and UT for Tanks 204, 205.

Result NA

Assets Covered Unit 32965, Unit 39735

Result Notes Oregon tanks: internal performed in 2006, external performed in 2011. No
breakout tanks in 32965. No such event occurred, or condition existed, in the
scope of inspection review

Temporary
Inspector Notes

(none)

 

Question ID,
References

FS.TSAPIINSPECT.BOINTINSP.R , 195.404(c)(3) (195.432(b))

Question Text Do records document that steel atmospheric or low pressure breakout tanks have
received formal internal inspections at the required intervals and that deficiencies
found during inspections have been documented?

Result Sat

Assets Covered Unit 925

Result Notes Reviewed Mistras 4/9/2014 API 653 Internal Tank Inspection report for Tank 209.
204, 205, 206. External and UT for Tanks 204, 205.

Result NA

Assets Covered Unit 32965, Unit 39735

Result Notes Oregon tanks: internal performed in 2006, external performed in 2011. No such
event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)
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Question ID,
References

FS.TSAPIINSPECT.BOEXTINSPAPI2510.R , 195.404(c)(3) (195.432(c))

Question Text Do records document that in-service pressure steel aboveground breakout tanks
built to API Standard 2510 have received visual external inspections at the
required intervals and that deficiencies found have been corrected?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such relevant facilities/equipment existed in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

FS.TSAPIINSPECT.BOINTINSPAPI2510.R , 195.404(c)(3) (195.432(c))

Question Text Do records document that in-service pressure steel aboveground breakout tanks
built to API Standard 2510 received internal inspections at the required intervals
and that deficiencies found have been corrected?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such relevant facilities/equipment existed in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

FS.FG: Facilities General

Question ID,
References

FS.FG.SIGNAGE.O , 195.434 (also presented in: ALO.FS)

Question Text Are there operator signs around each pumping station, breakout tank area, and
other applicable facilities?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

FS.FG.FACPROTECT.O , 195.436 (also presented in: ALO.FS)
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Question Text Are facilities adequately protected from vandalism and unauthorized entry?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

FS.FG.IGNITION.O , 195.438 (also presented in: ALO.FS)

Question Text Is there signage that prohibits smoking and open flames around pump stations,
launchers and receivers, breakout tank areas, or other applicable facilities?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

FS.FG.FIREPROT.O , 195.430(a) (195.430(b); 195.430(c); 195.262(e)) (also
presented in: ALO.FS)

Question Text Has adequate fire protection equipment been installed at pump station/breakout
tank areas and is it maintained properly?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

FS.TS: Tanks and Storage

Question ID,
References

FS.TS.OVERFILLBO.O , 195.428(c) (also presented in: ALO.FS)

Question Text Do selected overfill protection systems on aboveground breakout tanks that were
constructed or significantly altered after October 2, 2000 function properly and are
they in good mechanical condition? [Note: This question applies to both non-HVL
and HVL pressure breakout tanks.]

Result Sat

Assets Covered Unit 925, Unit 39735

Result Notes High-high alarms in place
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Result NA

Assets Covered Unit 32965

Result Notes No such relevant facilities/equipment existed in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

FS.TS.BOINSPECTION.O , 195.432(a) (195.432(b); 195.432(c); 195.401(b)) (also
presented in: ALO.FS)

Question Text Is the condition of steel atmospheric or low pressure tanks acceptable?

Result Sat

Assets Covered Unit 925, Unit 39735

Result NA

Assets Covered Unit 32965

Result Notes No such relevant facilities/equipment existed in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

FS.TS.BOVENT.O , 195.264(d) (also presented in: ALO.FS)

Question Text Is normal/emergency relief venting and pressure/vacuum-relieving devices installed
on aboveground breakout tanks after October 2, 2000 adequate?

Result Sat

Assets Covered Unit 925, Unit 39735

Result NA

Assets Covered Unit 32965

Result Notes No such relevant facilities/equipment existed in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

FS.VA: Valves

Question ID,
References

FS.VA.VALVEMAINT.O , 195.420(a) (also presented in: ALO.FS)

Results and Notes Review file:///C:/InspectionAssistant/App/chrome/content/0.1/index.html?ff_profi...

29 of 72 12/17/2014 1:00 PM



Question Text Are valves necessary for the safe operation the pipeline systems in good working
order?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

IM.CA: Continual Evaluation and Assessment

Question ID,
References

IM.CA.PERIODICEVAL.R , 195.452(l)(1)(ii) (195.452(f)(5); 195.452(e);
195.452(j)(1); 195.452(j)(2); 195.452(g))

Question Text Do records indicate that periodic evaluations of pipeline integrity are performed on
a technically justified frequency?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes PT used for 14" . Reviewed Reassessment Interval Determination Matrix for all
units including hydrotested units in Oregon unit.

Temporary
Inspector Notes

(none)

 

IM.HC: High Consequence Areas

Question ID,
References

IM.HC.HCALOCATION.R , 195.452(l)(1)(ii) (195.452(f)(1); 195.452(a);
195.452(b)(2); 195.452(d)(3))

Question Text Do records show that locations and boundaries of HCA-affecting segments are
correctly identified and maintained up-to-date?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes BP uses PT from the DF (delivery facility) to the end of their two downstream
delivery lines (14" Gasoline and 14" Fuel).  BP uses New Century, Spill Impact
Analyst, software to evaluate new population census data (every 10 years) to
update for new HCAs.  Local input from damage prevention is also used to update
HCAs. System map does not show HCAs but does show overall pipeline and over
90% of OPL is in HCA or multiple HCAs

Temporary
Inspector Notes

(none)
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Question ID,
References

IM.HC.HCALOCATION.O , 195.452(b)(5) (195.452(a); 195.452(b)(2);
195.453(f)(1))

Question Text Are locations and boundaries of segments that can affect HCAs correctly identified
and maintained up-to-date?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes Reviewed model in put and resulting output from pipeline segments in could affect
HCAs, high pop HCAs, and water resource HCAs in Snohomish, Whatcom and King
Counties, as well as the Oregon Unit.  Reviewed HCAs in field locations.

Temporary
Inspector Notes

(none)

 

Question ID,
References

IM.HC.HCARELEASE.R , 195.452(l)(1)(ii) (195.452(f)(1); 195.6(a); 195.6(b);
195.6(c); 195.450; 195.452(a))

Question Text Do records indicate that identified release locations and spill volumes are
appropriate, technically adequate, and determined consistent with the documented
process?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

IM.PM: Preventive and Mitigative Measures

Question ID,
References

IM.PM.PMMGENERAL.P , 195.452(f)(6) (195.452(i)(1); 195.452(i)(2))

Question Text Do the processes to identify additional preventive and mitigative actions include
consideration of risk and cover a spectrum of alternatives? (Note: Leak detection
and EFRDs are covered in more detail in subsequent questions within this
sub-module.)

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes Reviewed Integrity Management Plan Chapter 6, Preventative and Mitigative
Measures (OMER 195.452).  Gives suite of options based on risk analysis review
which is itemized in BP USPL Available Pipeline Preventative and Mitigative
Measures by Threat Type table.  BP is considering a crack ILI tool (EMAT?).  PLDS
(Modisett) installed early 1990s is a leak detection system (perhaps compliant as a

Results and Notes Review file:///C:/InspectionAssistant/App/chrome/content/0.1/index.html?ff_profi...

31 of 72 12/17/2014 1:00 PM



CPM, API 1130 ?).  It is periodically tested for detecting volumes of product
removed from the system.

Temporary
Inspector Notes

(none)

 

Question ID,
References

IM.PM.PMMGENERAL.R , 195.452(l)(1)(ii) (195.452(f)(6); 195.452(i)(1);
195.452(i)(2))

Question Text Is there documentation of preventive and mitigative actions that have been
considered and implemented?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes Considering a EMAT ILI tool.  

Temporary
Inspector Notes

(none)

 

Question ID,
References

IM.PM.PMMIMPLEMENT.O , 195.452(f)(6) (195.452(i)(1); 195.452(i)(2);
195.452(i)(3); 195.452(i)(4))

Question Text Have preventive and mitigative actions been implemented as described in the
records?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes Observed check valves and MOVs installed per mitigation plan. Also observed that
OPL is installing many markers between their traditional "lollipop" markers to
further highlight the location of the pipeline. this was noted in King, Snohomish,
Skagit, and Whatcom counties especially which is also highest population HCAs
and DA areas.

Temporary
Inspector Notes

(none)

 

Question ID,
References

IM.PM.IMLEAKDETEVAL.R , 195.452(l)(1)(ii) (195.452(f)(6); 195.452(i)(3))

Question Text Do records indicate that all required and other relevant leak detection evaluation
factors have been adequately evaluated?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735
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Result Notes PLDS (Modisett) installed early 1990s is a leak detection system (perhaps
compliant as a CPM, API 1130 system?).  It is periodically tested for detecting
volumes of product removed from the system.  Actual leak events/incidents are
used to determine effectiveness of leak detection, e.g., provers, sumps.

Temporary
Inspector Notes

(none)

 

Question ID,
References

IM.PM.PMMEFRD.O , 195.452(i)(4)

Question Text Have identified EFRD projects been implemented as planned?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes Observed check valves and MOVs installed per plan. MP 248, Strain Gauge 234,
MP 186. MP 157, MP 111, MP 46, CV, 2.5, CV 29.8.

Temporary
Inspector Notes

(none)

 

IM.QA: Quality Assurance

Question ID,
References

IM.QA.IMPERFMETRIC.R , 195.452(l)(1)(ii) (195.452(f)(7); 195.452(k))

Question Text Do records indicate that performance metrics are providing meaningful insight into
integrity management program performance?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes Reviewed 2011 and 2013 IMP Annual Summary for BP USPL.

Temporary
Inspector Notes

(none)

 

IM.RA: Risk Analysis

Question ID,
References

IM.RA.RADATA.O , 195.452(f)(3) (195.452(g))

Question Text Are conditions on the pipeline segments accurately reflected in the appropriate risk
assessment data and information?

Result Concern
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Assets Covered Unit 925, Unit 32965, Unit 39735

Summary During the records review, OPL indicated they had a program to mitigate casings
which did not have test leads. Further discussion revealed that OPL had found over
200 casings during their more recent ILI runs. Some of these casings OPL new
about, but many were new discoveries. These casings were found after reviewing
indications on the more recent ILI runs. Some of these indications were
subsequently dug up. The digs revealed casings on the pipeline which were not on
alignment sheets. OPL then re-evaluated the data to find the signatures associated
with these indications and it revealed the 200 plus casings. OPL started a program
in 2011 to dig and evaluate the casings. The results to date indicate 97 which still
need to be evaluated. OPL has mitigated the others by adding test leads to actual
casings and removing casings that are not needed (for instance, a short "casing"
protecting the pipeline under a bar ditch).OPL will be asked to provide the answers
to the following questions:
1) Do OPL's procedures adequately address the addition of this type of new
information into the assessment plan and risk model?
2) Did they accurately integrate this new information into their risk model and did
it change the results and P&M measures?
3) Did the ILI tool chosen find all the casings? Would another tool find more?

Result Notes During the records review, OPL indicated they had a program to mitigate casings
which did not have test leads. Further discussion revealed that OPL had found over
200 casings during their more recent ILI runs. Some of these casings OPL new
about, but many were new discoveries. These casings were found after reviewing
indications on the more recent ILI runs. Some of these indications were
subsequently dug up. The digs revealed casings on the pipeline which were not on
alignment sheets. OPL then re-evaluated the data to find the signatures associated
with these indications and it revealed the 200 plus casings. OPL started a program
in 2011 to dig and evaluate the casings. The results to date indicate 97 which still
need to be evaluated. OPL has mitigated the others by adding test leads to actual
casings and/or removing casings that are not needed (for instance, a short
"casing" protecting the pipeline under a bar ditch).

However, there are some questions which OPL needs to answer about this
program:
1) Do OPL's procedures adequately address the addition of this type of new
information into the assessment plan and risk model?
2) Did they accurately integrate this new information into their risk model and did
it change the results and P&M measures?
3) Did the ILI tool chosen find all the casings? Would another tool find more?

Temporary
Inspector Notes

(none)

 

MO.LMOPP: Liquid Pipeline Overpressure Protection
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Question ID,
References

MO.LMOPP.PRESSREGTEST.R , 195.404(c) (195.428(a))

Question Text Do records indicate inspection and testing of each overpressure safety device on its
non-HVL pipelines at intervals not to exceed 15 months, but at least once each
calendar year?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

MO.LOOPER: Liquid Pipeline Startup and Shutdown Operations

Question ID,
References

MO.LOOPER.PRESSURELIMIT.R , 195.404(b) (195.402(c)(7))

Question Text Do records indicate the operator assured that pressure limitations on the pipeline
were not exceeded during startups or shut-ins?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes Critical alarm reports reviewed: P1 (P>MOP, high tank, pressure relief).  Leak alert
with unknown cause, prompts PL shutdown for 30 minutes.  Looked at pressure
trends in SCADA system for start up shut in at Allen Station and Portland.

Temporary
Inspector Notes

(none)

 

MO.LOMOP: Liquid Pipeline MOP

Question ID,
References

MO.LOMOP.MOPDETERMINE.R , 195.402(c)(3) (195.406(a); 195.406(b);
195.302(b); 195.302(c))

Question Text Do records indicate the maximum operating pressure was established in accordance
with §195.406?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes BP uses Site Technical Practice (STP) USPL-GP 43-0202 Calculating Maximum
Operating Discharge Pressure (MODP) to establish its maximum operating pressure
per 195.406. These pressures are calculated and presented in a "MODP Letter" for
BP defined segments on the Olympic pipeline.These pressures take into account
unique system attributes which may not be taken into account in 195.406, but
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which may lower MOP values for pipeline operation.
MOP OK for the 14" delivery Gas and Fuel lines in Portland (720 psig per ANSI
300).

Temporary
Inspector Notes

(none)

 

MO.LS: Low-Stress Rural Pipelines

Question ID,
References

MO.LS.CATEGORIZATION.O , 195.12(b) (195.12(b)(1); 195.12(b)(2);
195.12(b)(3); 195.452(a))

Question Text Are locations and boundaries of segments that can affect a USA correctly identified?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such relevant facilities/equipment existed in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

MO.ABNORMAL: Liquid Pipeline Abnormal Operations

Question ID,
References

MO.ABNORMAL.ABNORMALCORRECT.P , 195.402(a) (195.402(d)(3))

Question Text Does the process include procedures for correcting variations from normal
operation of pressure and flow equipment and controls?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes BP 195.402 (d) covers this.

Temporary
Inspector Notes

(none)

 

MO.LOOPER: Liquid Pipeline Startup and Shutdown Operations

Question ID,
References

MO.LOOPER.FAILSAFE.R , 195.402(a) (195.402(c)(8))

Question Text Do records indicate pressures and flow conditions were monitored as required on
pipelines that are not equipped to fail safe?

Result NA

Results and Notes Review file:///C:/InspectionAssistant/App/chrome/content/0.1/index.html?ff_profi...

36 of 72 12/17/2014 1:00 PM



Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such relevant facilities/equipment existed in the scope of inspection review. All
facilities fail safe.

Temporary
Inspector Notes

(none)

 

MO.ABNORMAL: Liquid Pipeline Abnormal Operations

Question ID,
References

MO.ABNORMAL.ABNORMAL.R , 195.404(b) (195.402(d)(1))

Question Text Do records indicate operator's personnel responded to indications of abnormal
operations as required by the written procedures?

Result Sat

Assets Covered Unit 925

Result NA

Assets Covered Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

MO.LMOPP: Liquid Pipeline Overpressure Protection

Question ID,
References

MO.LMOPP.LAUNCHRECVRELIEF.O , 195.426 (also presented in: ALO.MO)

Question Text Are launchers and receivers equipped with relief devices?

Result NC

Assets Covered Unit 39735

Result Notes Not observed

Result Sat

Assets Covered Unit 925, Unit 32965

Result Notes Castlerock, Olympia, Renton, and Allen Stations.

Temporary
Inspector Notes

(none)
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MO.ABNORMAL: Liquid Pipeline Abnormal Operations

Question ID,
References

MO.ABNORMAL.ABNORMALREVIEW.R , 195.404(b) (195.402(d)(5))

Question Text Do records indicate post-event reviews of actions taken by operator personnel to
determine the effectiveness of the abnormal operation procedures and whether
corrective actions were taken deficiencies were found?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

MO.LC: Liquid Conversion

Question ID,
References

MO.LC.CONVERSION.R , 195.5(c) (195.5(a))

Question Text Do records indicate the process was followed for converting any pipelines into Part
195 service?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

MO.LM: Liquid Pipeline Maintenance

Question ID,
References

MO.LM.VALVEMAINT.R , 195.404(c) (195.420(a); 195.420(b))

Question Text Do records indicate each mainline valve was inspected as required?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

MO.LO: Liquid Pipeline Operations
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Question ID,
References

MO.LO.OMMANUALREVIEW.R , 195.402(a)

Question Text Do records indicate annual reviews of the written procedures in the manual were
conducted as required?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes Latest review conducted Feb 18-20, 2014

Temporary
Inspector Notes

(none)

 

Question ID,
References

MO.LO.OMLOCATION.O , 195.402(a) (also presented in: ALO.MO)

Question Text Are appropriate parts of the manual kept at locations where operations and
maintenance activities are conducted?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes OMER manual is available on line at all pump stations and via wireless internet.

Temporary
Inspector Notes

(none)

 

Question ID,
References

MO.LO.OMHISTORY.R , 195.404(a) (195.404(b); 195.404(c); 195.9;
195.402(c)(1))

Question Text Do records indicate current maps and records of its pipeline systems are maintained
and made available as necessary?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes Looked at record drawings: Unit 925 16"  DWG S-100-22, Unit 32965 14"
S-100-62, Unit 925 20"S-110-1, S-110-17, Unit 39735 14" S-100-108

Temporary
Inspector Notes

(none)

 

Question ID,
References

MO.LO.ABANDON.R , 195.402(a) (195.402(c)(10))

Question Text Did the operator abandon pipeline segments in accordance with the written
procedures?
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Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

MO.LO.OMEFFECTREVIEW.P , 195.402(a) (195.402(c)(13))

Question Text Does the process include procedures for periodically reviewing the work done by
the operator's personnel to determine the effectiveness of the procedures used in
normal operation and maintenance and taking corrective action where deficiencies
are found?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

MO.LO.OMEFFECTREVIEW.R , 195.402(a) (195.402(c)(13))

Question Text Do records indicate periodic review of the work done by operator personnel to
determine the effectiveness of the procedures used in normal operation and
maintenance and corrective action taken where deficiencies are found?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

MO.LO.PRESSTESTREQ.R , 195.402(c)(3) (195.302(b); 195.302(c))

Question Text Do records indicate pressure testing for all lines except as allowed by §195.302(b)?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)
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Question ID,
References

MO.LO.RECORDS.R , 195.404(b) (195.402(c)(3))

Question Text Does the operator maintain operating records for a minimum of 3 years?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

PD.OC: One-Call Damage Prevention

Question ID,
References

PD.OC.PROGRAM.R , 195.442(a)

Question Text Do records indicate the damage prevention program is being carried out as written?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

The following notes are not part of the inspection record and will not be retained after the inspection is
locked.

Dennis Ritter
(Office Review)

Will get excavator lists and mailings. Also looked at results from 4 yr effectiveness
review. CYRA performed review.

 

PD.PA: Public Awareness

Question ID,
References

PD.PA.SUPPLEMENTAL.P , 195.440(c) (API RP 1162 Section 6.2)

Question Text Were relevant factors considered to determine the need for supplemental public
awareness program enhancements for each stakeholder audience along all pipeline
systems, as described in API RP 1162?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes Reviewed: OPL_2013 PAP Self Assessment Completed," -- his region specific.

The following notes are not part of the inspection record and will not be retained after the inspection is
locked.

Dennis Ritter
(Office Review)

Meeting with all Emergency managers for all counties

 

Question ID, PD.PA.EVALEFFECTIVENESS.R , 195.440(c) (API RP 1162 Sections 8.4)
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References

Question Text Have effectiveness evaluation(s) of the program been performed for all stakeholder
groups in all notification areas along all systems covered by the program?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes Reviewed "Four Year Effectiveness Report_Action Items."  There were several
recommended items that will be implemented in time, usually by 2015.  RP 611
discussed.

Temporary
Inspector Notes

(none)

 

PD.RW: ROW Markers, Patrols and Monitoring

Question ID,
References

PD.RW.PATROL.R , 195.412(a) (195.412(b))

Question Text Do records indicate ROW surface conditions and crossings under navigable
waterways were inspected, and reporting and appropriate mitigation performed?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes Five navigable crossings (Coast Guard): Columbia, Cowlitz, Kalama, Lake, and
Lewis.  Records only for Columbia and Lewis.  Pacific Geomatic Servives did
survey.  BP includes: Swinomish, Shohomish River 16", Shohomish River 20",
Lewis R, Columbia R, Multomah Channel.

Temporary
Inspector Notes

(none)

 

Question ID,
References

PD.RW.ROWMRKR.O , 195.410(a) (195.410(b); 195.410(c); CGA Best Practices,
v4.0, Practice 2-5; CGA Best Practices, v4.0, Practice 4-20) (also presented in:
ALO.PD)

Question Text Are line markers placed and maintained as required?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID, PD.RW.ROWCONDITION.O , 195.412(a) (also presented in: ALO.PD)
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References

Question Text Are the ROW conditions acceptable for the type of patrolling used?

Result Sat

Assets Covered Unit 925, Unit 39735

Result Notes Aerial patrols, and foot patrols for certain segments.

Temporary
Inspector Notes

(none)

 

Question ID,
References

PD.RW.INFORMATION.R , 195.404(c) (195.402(c)(3); 195.452(f)(3); 195.452(g))

Question Text Do records show damage prevention information being gathered and recorded
during pipeline patrols and surveillance and then analyzed is available for review?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

RPT.NR: Notices and Reporting

Question ID,
References

RPT.NR.NOTIFICATIONS.R , 195.452(l)(1)(ii) (195.452(m))

Question Text Has notification been made if Other Technology is used, technology is unavailable,
the 5 year reassessment interval cannot be met, remediation schedule cannot be
met and pressure cannot be reduced, or a pressure reduction exceeds 365 days?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.
Yes.

Temporary
Inspector Notes

(none)

 

SRN.AR: Assessment and Repair

Question ID,
References

SRN.AR.ILIUSE.S , N/A (N/A)
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Question Text Are ILI tools utilized to assess the integrity of any of the pipeline systems?

Result NIC

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

SRN.AR.ILINONMFLDEF.S , N/A (N/A)

Question Text Have any specific threats been identified that require specific ILI tools other than
MFL and deformation/dent tools to be used on any pipeline system in the last 3
years?

Result NIC

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

SRN.AR.RISKBASEDALT.S , N/A (N/A)

Question Text Is a risk based alternative to pressure testing utilized for older hazardous liquid and
carbon dioxide pipelines?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.
The risk based alternative is not used for any of the pipelines inWashington. The
MOP is based upon historic hydrotest.

Temporary
Inspector Notes

(none)

 

Question ID,
References

SRN.AR.ASSESSDELAY.S , N/A (N/A)

Question Text Has the performance of any integrity assessments been delayed such that a
schedule or required timeframe was exceeded?

Result NIC

Assets Covered Unit 925, Unit 32965, Unit 39735
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Temporary
Inspector Notes

(none)

 

Question ID,
References

SRN.AR.CRACKIDENT.S , N/A (N/A)

Question Text Have any cracks or crack-like features been identified and remediated on any
pipeline systems in the last 3 years?

Result NIC

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

SRN.AR.REPAIRCRITERIA.S , N/A (N/A)

Question Text Are the same repair/response criteria utilized in HCA and non-HCA's?

Result NIC

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes Features meeting the definition of an “Immediate” condition are treatedthe same
regardless if the pipe location is determined to be in a HCA area ornot. Likewise,
features meeting the definition of a 60-day or 180-day conditionare repaired
regardless of location, but the repair response time may vary forthose locations
not in a HCA (up to 18-months).

Temporary
Inspector Notes

(none)

 

SRN.CR: CRM, SCADA, and Leak Detection

Question ID,
References

SRN.CR.LEAKDETMETHOD.S , N/A (N/A)

Question Text If a computational pipeline monitoring (CPM) leak detection system is not used,
then how are leaks detected?

Result NIC

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes BP utilizes a CPM system provided by Modisette Associates Inc.This software
package, called Pipeline Leak detection System (PLDS), runs on acomputer
interfaced with the SCADA computers.
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BPalso utilizes a PLC-basedIRDS (Ferndale-Allen 16-inchsegment only) that is
autonomous andseparate from the SCADA host and CPM.

Temporary
Inspector Notes

(none)

 

Question ID,
References

SRN.CR.LEAKDETPERFORM.S , N/A (N/A)

Question Text Was the leak detection system able to detect all releases as designed, and if not,
what actions were taken to address any deficiencies?

Result NIC

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes There have been no product releases that were within the detectablethreshold of
Leak Detection. However, alarms were generated when filling traps for pigs--
system detected the "anomaly". OPL does not remove product from pipeline to test
PLDS anymore due to laborious rules regarding the product after removal from
pipeline.

Temporary
Inspector Notes

(none)

 

SRN.DC: Design and Construction

Question ID,
References

SRN.DC.CONSTHYDROFAIL.S , N/A (N/A)

Question Text Have there been any post-construction (pre-commissioning) hydrotest failures
within the last 3 years?

Result NIC

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

SRN.DC.PRESSURETEST.S , N/A (N/A)

Question Text Are pressure tests scheduled to occur within the next 6 months on existing
pipelines or existing pipeline components (tests that are to be performed
independent from normal post-construction testing)?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735
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Result Notes No hydrotests are planned in the immediate future. A hydrotest wasperformed on
the Portland DF to P1 Fuel and P1 Gas (in Oregon) 2013

Temporary
Inspector Notes

(none)

 

SRN.FS: Facilities and Storage

Question ID,
References

SRN.FS.PSDESIGN.S , N/A (N/A)

Question Text Are the Pump stations on this system a standard design?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such relevant facilities/equipment existed in the scope of inspection review.
The stations are of similar design but not identical.

Temporary
Inspector Notes

(none)

 

SRN.IM: Integrity Management

Question ID,
References

SRN.IM.HCANEW.S , N/A (N/A)

Question Text Have any new segments that can affect an HCA been identified in the last 3 years?

Result NIC

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes Yes, as a result of updated HCA layers now available. All these new HCA areas
exist onpipeline systems which already contain HCA mileage and are already
included inthe IM program.

Temporary
Inspector Notes

(none)

 

Question ID,
References

SRN.IM.RAMOD.S , N/A (N/A)

Question Text Describe the most significant modifications that have been made to the risk analysis
processes in the last 3 years.

Result PAC

Assets Covered Unit 925
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Summary Looked at current damage prevention program in Unit 925 and 39735 and found it
to be satisfactory in relation to the HCA threats and associated risk.

Result Notes No major changes have been implemented since 2010. There have been
minorsupplemental enhancements to better analyze the risks associated
withidentified 3rd party damage and internal corrosion.Damage prevention will be
an area of emphasis for unit 925.

Result NIC

Assets Covered Unit 32965, Unit 39735

Result Notes No major changes have been implemented since 2010. There have been
minorsupplemental enhancements to better analyze the risks associated
withidentified 3rd party damage and internal corrosion.

Temporary
Inspector Notes

(none)

 

Question ID,
References

SRN.IM.PMIMPGENERAL.S , N/A (N/A)

Question Text Describe the most significant preventive and mitigative measures that have been
implemented in the last 3 years.

Result PAC

Assets Covered Unit 925, Unit 32965, Unit 39735

Summary Discussed current implementation requirements for P&Ms. BP established a threat
matrix with appropriate P&M measure to counter act. These corresponded with
actual implementation of MOVs and check valves.

Result Notes Additional Preventative& Mitigative Measures implemented in the past three years
include the 2011installation of two (2) EFRD’s (replaced hand operated valves with
motoroperated) and the 2012 installation of two (2) EFRD’s (replaced a hand
operatedvalve with a check valve and installed a motor operated valve). Will ask
how OPL determines where these P&Ms get installed relative to other areas.

Temporary
Inspector Notes

(none)

 

Question ID,
References

SRN.IM.PERFMEASURE.S , N/A (N/A)

Question Text What has been learned as a result of the evaluation of the performance measures?

Result NIC

Assets Covered Unit 925, Unit 32965, Unit 39735
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Temporary
Inspector Notes

(none)

 

Question ID,
References

SRN.IM.REASSESSINTRVL.S , N/A (N/A)

Question Text Have any reassessment intervals for less than 5 years or more than 5 years for
pipeline segments that could affect HCAs been established?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

SRN.MO: Maintenance and Operations

Question ID,
References

SRN.MO.ABPROCESS.S , N/A (N/A)

Question Text Describe the process for responding to and learning from abnormal operation
events.

Result PAC

Assets Covered Unit 925, Unit 32965, Unit 39735

Summary Looked at previous accidents at Allen Station as noted in Profile and whether
abnormal operating conditions existed prior to failure and whether personnel
should have recognized. Responses were satisfactory.

Result Notes Will review abnormal events including accidents since 2011--there have been 3
reportable accidents involving equipment failure within stations.

Temporary
Inspector Notes

(none)

 

SRN.MULTI: Multi-Module Screening Question

Question ID,
References

SRN.MULTI.IMPLANMOD.S , N/A (N/A)

Question Text Describe the most significant changes to the IMP processes and procedures since
the last IMP or II IMP-related inspection.

Result NIC
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Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes RAID (Re-assessment IntervalDetermination) was implemented in 2010 and
reviewed during the 2010 IntegratedAudit. There have subsequently been minor
supplemental changes to betterassess the nature and impact of certain internal
corrosion features andmechanical damage (ICCA and MDCA).

Temporary
Inspector Notes

(none)

 

Question ID,
References

SRN.MULTI.IDLERETURN.S , N/A (N/A)

Question Text Have any pipelines been returned to service in the last 3 years that were
previously considered to be "idle"?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

SRN.MULTI.CONVERSION.S , N/A (N/A)

Question Text Have any pipeline segments been converted to service within the last 5 years?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

SRN.PD: Public Awareness and Damage Prevention

Question ID,
References

SRN.PD.POPGROWTH.S , N/A (N/A)

Question Text Where are the areas of fastest growth (population/infrastructure)?

Result PAC

Assets Covered Unit 925, Unit 39735
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Summary Looked at current damage prevention program in Unit 925 and 39735 and found it
to be satisfactory in relation to the HCA threats.

Result Notes The fastest growth in areaswhich BP operates appears to be occurring in
Snohomish County, primarily theMarysville and Arlington areas.

Result NIC

Assets Covered Unit 32965

Temporary
Inspector Notes

(none)

 

Question ID,
References

SRN.PD.PADPEXCAVATION.S , N/A (N/A)

Question Text How are excavation related events analyzed and the findings incorporated back into
the Public Awareness and Damage Prevention programs?

Result PAC

Assets Covered Unit 925, Unit 39735

Summary Looked at current damage prevention program in Unit 925 and 39735 and found it
to be satisfactory in relation to the HCA threats.

Result Notes Will look at current programs in Unit 925 and 39735 as these are fastest growing
and highest population.

Result NIC

Assets Covered Unit 32965

Temporary
Inspector Notes

(none)

 

SRN.TD: Time-Dependent Threats

Question ID,
References

SRN.TD.BAREPIPENOCP.S , N/A (N/A)

Question Text Are there any bare pipelines that are not protected from external corrosion with
cathodic protection?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such relevant facilities/equipment existed in the scope of inspection review.

Temporary
Inspector Notes

(none)

Results and Notes Review file:///C:/InspectionAssistant/App/chrome/content/0.1/index.html?ff_profi...

51 of 72 12/17/2014 1:00 PM



 

Question ID,
References

SRN.TD.CORROSIONCNTRL.S , N/A (N/A)

Question Text Are any Corrosion Control activities being performed during this inspection?

Result NIC

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

SRN.TD.SCC.S , N/A (N/A)

Question Text Discussion of SCC Program

Result NIC

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

SRN.TD.CPPROJECT.S , N/A (N/A)

Question Text Have you completed any projects related to corrosion control in the past 3 years?

Result PAC

Assets Covered Unit 925, Unit 32965, Unit 39735

Summary The inspection noted 3 areas within the cathodic protection program that were
issues: late p/s reads in 2012 and 2013 (this was brought to WUTC's attention
prior to inspection and records identified during the inspection); A/C current on
pipeline facitlities greater than 15 A. BP procedures state an investigation will be
conducted, however, no record of investigations; OPL identified many casings
(more than 90) which do not have test leads and thus they cannot determine
isolation from pipeline. MFL runs do not show an indication, however,
considerations do not allow ILI tool runs to show compliance. OPL currently has an
actively funded program to install test leads on these casings. Discussed this
program during the inspection.

Result Notes Installed deepwells at Tacoma Station, Renton Station, WoodinvilleStation and
Tacoma DF in 2012 to increase the protection in those areas.Supplemental or
replacement anodes?

Replaced the rectifier at Renton Station (failed transformer) in2013.
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Replacing the rectifier at MP 110.5 (Lake Youngs Way/Cedar RidgeDrive). A new
one is on order and will be replaced in early June 2014. Why?

We will be adding an impressed current ground bed and relocatingthe rectifier at
our Tacoma Junction site in 2014 due to pipingreconfiguration.

We have been installing remote monitoring units (RMU’s) on rectifiersand critical
bonds. We plan to install an additional 16 RMU’s in 2014.

Miscellaneous test lead project to install test lead wires oncased crossings as
needed.

We do not have any major coating rehab work for below gradepiping. Just tie in
weld coating for pipeline reroutes and small repairs at ILIdig investigations.

Aboveground coating work has been mostly maintenance painting with a few
tankcoating jobs run by the Tank Team.

Temporary
Inspector Notes

(none)

 

TD.CPMONITOR: External Corrosion - Cathodic Protection Monitoring

Question ID,
References

TD.CPMONITOR.TESTLEADINSTALL.R , 195.589(c) (195.567(b))

Question Text Do records document that pipelines with cathodic protection have electrical test
leads installed in accordance with requirements of Subpart I?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

TD.CPEXPOSED: External Corrosion - Exposed Pipe

Question ID,
References

TD.CPEXPOSED.EXPOSEINSPECT.R , 195.589(c) (195.569)

Question Text Do records document that exposed buried piping was adequately examined for
corrosion?

Result Sat

Assets Covered Unit 925, Unit 39735

Result NA

Assets Covered Unit 32965
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Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

TD.CPBO: External Corrosion - Breakout Tank Cathodic Protection

Question ID,
References

TD.CPBO.BO.O , 195.573(d) (also presented in: ALO.TD)

Question Text Are cathodic protection monitoring tests performed correctly on breakout tank
bottoms?

Result Sat

Assets Covered Unit 39735

Temporary
Inspector Notes

(none)

 

TD.CPMONITOR: External Corrosion - Cathodic Protection Monitoring

Question ID,
References

TD.CPMONITOR.TESTLEADMAINT.R , 195.589(c) (195.567(c))

Question Text Do records document that CP test lead wires have been properly maintained?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes Reviewed repair list for 2014. This list started in 2014 when Ross Degerstedt
started working for BP. Some repairs require excavation which is subject to
permitting etc.

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.CPMONITOR.TESTLEADMAINT.O , 195.567(c) (also presented in: ALO.TD)

Question Text Are CP test lead wires properly maintained?

Result Sat

Assets Covered Unit 39735

Temporary
Inspector Notes

(none)
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TD.CPEXPOSED: External Corrosion - Exposed Pipe

Question ID,
References

TD.CPEXPOSED.EXTCORRODEEVAL.R , 195.589(c) (195.587)

Question Text Do records document adequate evaluation of externally corroded pipe?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

TD.CPMONITOR: External Corrosion - Cathodic Protection Monitoring

Question ID,
References

TD.CPMONITOR.MONITORCRITERIA.R , 195.589(c) (195.571)

Question Text Do records document that CP monitoring criteria used was acceptable?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes IR Free Native P/S were taken in 1997.  BP uses 850 mV off and 100 mV shift for
considering IR drop.

Temporary
Inspector Notes

(none)

 

TD.CPEXPOSED: External Corrosion - Exposed Pipe

Question ID,
References

TD.CPEXPOSED.EXTCORRODEREPAIR.R , 195.589(c) (195.585(a); 195.585(b))

Question Text Do records document the repair or replacement of pipe that has been externally
corroded to an extent that there is not sufficient remaining strength in the pipe
wall?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)
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TD.CPMONITOR: External Corrosion - Cathodic Protection Monitoring

Question ID,
References

TD.CPMONITOR.MONITOR.O , 195.571 (also presented in: ALO.TD)

Question Text Do the methods for taking CP monitoring readings allow for the application of
appropriate CP monitoring criteria?

Result Sat

Assets Covered Unit 39735

Temporary
Inspector Notes

(none)

 

TD.CPEXPOSED: External Corrosion - Exposed Pipe

Question ID,
References

TD.CPEXPOSED.MAPRECORD.R , 195.589(a) (195.589(b))

Question Text Do maps and or records document cathodic protection system appurtenances that
have been installed on pipelines that have been constructed, relocated, replaced, or
otherwise changed or been converted to hazardous liquid service?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

TD.CPMONITOR: External Corrosion - Cathodic Protection Monitoring

Question ID,
References

TD.CPMONITOR.TEST.R , 195.589(c) (195.573(a)(1))

Question Text Do records document required monitoring tests have occurred and that adequate
cathodic protection levels exist?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes There were 103 late readings in 2013 in the North Unit.  This was self reported by
BP to WTC 2 weeks before this inspection.  

Temporary
Inspector Notes

(none)
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TD.CPEXPOSED: External Corrosion - Exposed Pipe

Question ID,
References

TD.CPEXPOSED.DEFICIENCY.R , 195.589(c) (195.573(e))

Question Text Do records document adequate operator actions taken to correct any identified
deficiencies in corrosion control?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

TD.CPMONITOR: External Corrosion - Cathodic Protection Monitoring

Question ID,
References

TD.CPMONITOR.CIS.R , 195.589(c) (195.573(a)(2))

Question Text Do records document, when circumstances dictated a need for close interval
surveys, dates of completed surveys, data from completed surveys and analysis of
completed surveys?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes Historically CIS were performed every 7 to 10 years.  The 16/20 to Woodenville
done 2013.  CIS will be performed on their Central dist, Renton to Tacoma, this
year (2014)

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.CPMONITOR.CURRENTTEST.R , 195.589(c) (195.573(c))

Question Text Do records document adequate electrical checks of rectifiers, interference bonds,
diodes, and reverse current switches and at the required intervals?

Result Sat

Assets Covered Unit 39735

Result Notes Historically CIS were performed every 7 to 10 years.  16/20 Woodenville done
2013.  CIS will be performed on their Central dist, Renton to Tacoma, this year
(2014)

Result Unsat
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Assets Covered Unit 925, Unit 32965

Summary OPL self-reported the following:
Three late rectifier readings due to communication problems with remote
monitoring technology (Bullhorn).  Forty Nine late annual reads in 2012 by 2 to 17
days.  Three late critical bond readings by 3-28 days.

Result Notes OPL self-reported the following:
Three late rectifier readings due to communication problems with remote
monitoring technology (Bullhorn).  Forty Nine late annual reads in 2012 by
2 to 17 days.  Three late critical bond readings by 3-28 days.  BP replaced
Bullhorn with Watchdog remote monitoring.  BP has hired more CP personnel,
started more institutional monitoring, and replaced rectifier monitoring .

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.CPMONITOR.CURRENTTEST.O , 195.573(c) (also presented in: ALO.TD)

Question Text Are rectifiers, interference bonds, diodes, and reverse current switches properly
maintained and are they functioning properly?

Result Concern

Assets Covered Unit 39735

Summary Regarding the non-critical cathodic protection bond to KM at the Linnton Delivery
Facility (DF) in Portland Oregon, there are indications that the bond is actually
critical.  Should this be a critical bond?

Result Notes I have a question for Ross Degerstedt, CP Supr., regarding the non-critical bond to
KM at the Linnton DF.  The BP rectifier is continually cycled at 1 sec off, 4 sec on. 
P/S outside fence: 2.7 off, 3.15 on.  Bond readings with 0.001 ohm shunt: BP
rectifier off, 3.5 mV (3.5 A); rectifier on, 0.33 A.  Should this be a critical bond? 
8/27/14: Ross says they need to investigate.  Otherwise, OK

Result Sat

Assets Covered Unit 925, Unit 32965

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.CPMONITOR.INTFRCURRENT.R , 195.589(c) (195.577(a))

Question Text Do records document that the operator has minimized the detrimental effects of
stray currents when found?

Result Unsat
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Assets Covered Unit 925

Summary TD.CPMONITOR.INTFRCURRENT.R--BP/OPL OMER manual P195.551.2.2 states that
any AC interference on pipeline 15 VAC or greater will be investigated and
remediated as necessary. There were no investigation records produced during the
inspection to show compliance with this procedure. OPL did have an AC mitigation
listing showing they are aware of the issues and have started the mitigation. 
Project list attached.

Result Notes Historically, mag bags were installed for AC interference. Coal tar coating (>80%)
is not very susceptible to AC interference.  Test stations/bonds are at PL
crossings.  Auto potential rectifier used at the Intalco aluminum smelter between
Cherry Pt and Ferndale.  There are many AC readings recorded as being greater
than 15 VAC.  This appears to be more a personnel safety issue than pipe integrity
issue due to predominant coating, i.e., coal tar.  Ross Dagerstedt (CP Super.)
understands this should be investigated per their procedures (P195.551.2.2) and
remediated as necessary.   OPL has identified known areas of AC interference and
formulated a Project list--attached (AC 31435, 2014 CP Maintenance and RMU
(Watchdogs). 

Result Sat

Assets Covered Unit 32965, Unit 39735

Result Notes AC interference is an issue in Unit 925 only.

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.CPMONITOR.INTFRCURRENT.O , 195.577(a) (also presented in: ALO.TD)

Question Text Are areas of potential stray current identified, and if found, the detrimental effects
of stray currents minimized?

Result Concern

Assets Covered Unit 925

Summary Same issue as Time Dependent Threats Question 18. Reading at MP 82.15 was
16.56 VAC on 20" pipeline. This location already has AC mitigation anodes in
place. OPL is aware of this and is on list of facilities to repair or add mag bags.

Result Notes Same issue as Time Dependent Threats Question 18.  Reading at MP 82.15 was
16.56 VAC on 20" pipeline. This location already has AC mitigation anodes in
place. OPL is aware of this and is on list of facilities to repair or add mag bags.

Result Sat

Assets Covered Unit 32965, Unit 39735
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Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.CPMONITOR.MAPRECORD.R , 195.589(a) (195.589(b))

Question Text Do maps and or records document cathodic protection system appurtenances that
have been installed on pipelines that have been constructed, relocated, replaced, or
otherwise changed or been converted to hazardous liquid service?

Result Unsat

Assets Covered Unit 925, Unit 32965, Unit 39735

Summary Issue a compliance order requiring OPL to update mapping showing all casings,
test stations etc.

Result Notes After integrating ILI data from 2010 runs with previous ILI data and their cathodic
protection data management system (CDPM), OPL discovered discrepancies in the
data. This lack of correlation led OPL to start a multi year program to investigate
and mitigate, as necesssary, these areas. There were 114 discrepancy areas as
noted on the attached listing (ILI-CDPM Casing Indication Correlation).  OPL then
added a number of already known test lead/casing problem areas to the list. This
brought the total number to over 200. Of the original 114, OPL has field
investigated 60. They fiound 31 of the 60 were casings which were already being
mointored. 18 were new, previously unknown casings of which 6 were removed
and 12 had new test leads attached. Eight of the 60 were not casings at all. OPL
believes these "new" casings were installed during original construction in 1965.
There are still 97 sites on OPL's project list of which 54 are the ILI discrepancy
areas--OPL does not know if these are casings or not. If there are casings, OPL
cannot determine if they are electrically isolated from the carrier pipe as they do
not have test leads.

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.CPMONITOR.DEFICIENCY.R , 195.589(c) (195.573(e))

Question Text Do records document adequate operator actions taken to correct any identified
deficiencies in corrosion control?

Result Concern

Assets Covered Unit 925, Unit 32965, Unit 39735

Summary (none)

Result Notes Adding additional Watch Dog units; adding new deep well in Tacoma Station; new
Rectifier in Renton; casing test lead program; low P/S reads; rectifier issues--
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spreadsheet showing known deficiencies.  AC P/S readings greater than 15 VAC
will require AC interference remediation.  About 97 previously unidentified casings
still require a long-term casing remediation program to evaluate (shorted),
remove, or install test leads.

After integrating ILI data from 2010 runs with previous ILI data and their cathodic
protection data management system (CDPM), OPL discovered discrepancies in the
data. This lack of correlation led OPL to start a multi year program to investigate
and mitigate, as necesssary, these areas. There were 114 discrepancy areas as
noted on the attached listing (ILI-CDPM Casing Indication Correlation).  OPL then
added a number of already known test lead/casing problem areas to the list. This
brought the total number to over 200. Of the original 114, OPL has field
investigated 60. They fiound 31 of the 60 were casings which were already being
mointored. 18 were new, previously unknown casings of which 6 were removed
and 12 had new test leads attached. Eight of the 60 were not casings at all. OPL
believes these "new" casings were installed during original construction in 1965.
There are still 97 sites on OPL's project list of which 54 are the ILI discrepancy
areas--OPL does not know if these are casings or not. If there are casings, OPL
cannot determine if they are electrically isolated from the carrier pipe as they do
not have test leads.

Received BP Scoping document used for budget purposes to justify the casing
project. BP is waiting on the next Renton to Portland tool run (2015) to finalize
project. This will solidify the actual scope of work for the overall plan including
currently known casings and any new currently unknown casings. Note: many of
these "casings" are short, 5 feet or less, and although the tool detected something,
as-builts did not have casing in that location, so OPL did not know what they were
until confirmatory digs revealed short casings and/or half pipe sections over
pipeline segments to protect from mechanical damage, such as from farmer. Ed C.
will work with Kurt and Jim B. and Naperville to come up with Scope document on
current program and integration of data. They will also look into IMP plan to see
how this new data has influenced the model and what they are doing in the
interim to ensure risk is mitigated.

Olympic has an ongoing program to evaluate in-station piping, and tanks for
corrosion, not internal and external.  This includes FIMP and GUL evaluation of
pipe, shear wave of tank bottoms/chimes, and evaluation of metal-to-metal
contact at pipe supports. 

Temporary
Inspector Notes

(none)

 

TD.ATM: External Corrosion - Atmospheric

Question ID,
References

TD.ATM.ATMCORRODECOAT.R , 195.589(c) (195.581(a); 195.581(b); 195.581(c))
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Question Text Do records document adequate protection of pipeline against atmospheric
corrosion?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.ATM.ATMCORRODEINSP.R , 195.589(c) (195.583(a); 195.583(b); 195.583(c))

Question Text Do records document inspection of aboveground pipe exposed to atmospheric
corrosion?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.ATM.ATMCORRODEINSP.O , 195.583(c) (195.581(a)) (also presented in:
ALO.TD)

Question Text Is aboveground pipe that is exposed to atmospheric corrosion protected?

Result Concern

Assets Covered Unit 925, Unit 39735

Summary Some stations/terminals have metal-to-metal contact at pipe supports: especially
at Bayview Terminal.  There is insulated pipe for sound control (steel-jacketed
fiberglass) and thermal insulation (coated open-celled foam) on provers at most
pump stations and terminals.  There are ongoing projects that appear to
adequately address these potential corrosive situations.

Result Notes Some stations/terminals have metal-to-metal contact at pipe supports: especially
at Bayview Terminal.  There is insulated pipe for sound control (steel-jacketed
fiberglass) and thermal insulation (coated open-celled foam) on provers at most
pump stations and terminals.  There are ongoing projects that appear to
adequately address these potential corrosive situations.

Result Sat

Assets Covered Unit 32965

Temporary
Inspector Notes

(none)
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TD.CP: External Corrosion - Cathodic Protection

Question ID,
References

TD.CP.SUPERVISE.R , 195.589(c) (195.555)

Question Text Do records document that corrosion control supervisors have maintained a
thorough knowledge of corrosion control procedures for which they are
responsible?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.CP.NEWOPERATE.R , 195.589(c) (195.563(a))

Question Text Do records document when cathodic protection was operational on constructed,
relocated, replaced, or otherwise changed pipelines within the last 5 years?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.CP.CONVERTOPERATE.R , 195.589(c) (195.563(b))

Question Text Do records document when cathodic protection was operational on pipelines that
had gone through a conversion to service?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.CP.MAPRECORD.R , 195.589(a) (195.589(b))

Question Text Do maps and or records document cathodic protection system appurtenances that
have been installed on pipelines that have been constructed, relocated, replaced, or
otherwise changed or been converted to hazardous liquid service?
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Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.CP.UNPROTECT.R , 195.589(c) (195.573(b)(1); 195.573(b)(2))

Question Text Do records document the adequate re-evaluation of buried pipelines with no
cathodic protection for areas of active corrosion?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such relevant facilities/equipment existed in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.CP.DEFICIENCY.R , 195.589(c) (195.573(e))

Question Text Do records document adequate operator actions taken to correct any identified
deficiencies in corrosion control?

Result Concern

Assets Covered Unit 925, Unit 32965, Unit 39735

Summary Olympic has several on-going CP issues that are in the remediation progress:
casings discovered from ILI inspections, and AC interference with P/S >15 VAC.  

Result Notes Adding additional Watch Dog units; adding new deep well in Tacoma Station; new
Rectifier in Renton; casing test lead program; low P/S reads; rectifier issues--
spreadsheet showing known deficiencies.  AC P/S readings greater than 15 VAC
will require AC interference remediation.  About 97 previously unidentified casings
still require a long-term casing remediation program to evaluate (shorted),
remove, or install test leads.

Starting in 2011, many unidentified casings were discovered from ILI.  BP found
many short casings (3 to 8 feet) at potential 3rd party damage sites: agriculture
irrigation, construction sites.  There is a long-term project (2018/2019) to
investigate, remediate, install test leads, or remove as necessary.  The priority is
for those that may be metallically shorted or have integrity issues, e.g., corrosion. 
There are about 97 casings on the project list as of August 2014.  Most do not
have metallic vents or test leads.  After they are processed/remediated, they will
be added to the casing list. 
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Received BP Scoping document used for budget purposes to justify the casing
project. BP is waiting on the next Renton to Portland tool run (2015) to finalize
project. This will solidify the actual scope of work for the overall plan including
currently known casings and any new currently unknown casings. Note: many of
these "casings" are short, 5 feet or less, and although the tool detected something,
as-builts did not have casing in that location, so OPL did not know what they were
until confirmatory digs revealed short casings and/or half pipe sections over
pipeline segments to protect from mechanical damage, such as from farmer. Ed C.
will work with Kurt and Jim B. and Naperville to come up with Scope document on
current program and integration of data. They will also look into IMP plan to see
how this new data has influenced the model and what they are doing in the
interim to ensure risk is mitigated.

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.CP.ISOLATE.R , 195.589(c) (195.575(a); 195.575(b); 195.575(c); 195.575(d))

Question Text Do records document adequate electrical isolation of each buried or submerged
pipeline from other metallic structures unless they electrically interconnect and
cathodically protect the pipeline and the other structures as a single unit?

Result Unsat

Assets Covered Unit 925, Unit 32965, Unit 39735

Summary (none)

Result Notes After integrating ILI data from 2010 runs with previous ILI data and their cathodic
protection data management system (CDPM), OPL discovered discrepancies in the
data. This lack of correlation led OPL to start a multi year program to investigate
and mitigate, as necesssary, these areas. There were 114 discrepancy areas as
noted on the attached listing (ILI-CDPM Casing Indication Correlation).  OPL then
added a number of already known test lead/casing problem areas to the list. This
brought the total number to over 200. Of the original 114, OPL has field
investigated 60. They fiound 31 of the 60 were casings which were already being
mointored. 18 were new, previously unknown casings of which 6 were removed
and 12 had new test leads attached. Eight of the 60 were not casings at all. OPL
believes these "new" casings were installed during original construction in 1965.
There are still 97 sites on OPL's project list of which 54 are the ILI discrepancy
areas--OPL does not know if these are casings or not. If there are casings, this
is unsatisfactory as OPL cannot discern whether their pipeline is
electrically isolated from these buried metallic structures as there are no
test leads.

Temporary
Inspector Notes

(none)
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Question ID,
References

TD.CP.ISOLATE.O , 195.575(a) (195.575(b); 195.575(c); 195.575(d)) (also
presented in: ALO.TD)

Question Text Are measures performed to ensure electrical isolation of each buried or submerged
pipeline from other metallic structures unless they electrically interconnect and
cathodically protect the pipeline and the other structures as a single unit?

Result Concern

Assets Covered Unit 925, Unit 32965, Unit 39735

Summary This casing is in OPL's test lead program to have leads attached, however, how
long has this condition been known by OPL? There are about 97 casings which still
need to be evaluated.

Result Notes Near Yelm WA at the Northern Pacific Road crossing, MP 2948+51,
46.949313,-122.594815, 150' casing in did not have test leads or casing vents.
OPL was aware and it is on a construction list to add test leads. There are many
other casings like this and OPL has a program to dig and add test leads.

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.CP.FAULTCURRENT.R , 195.589(c) (195.575(e))

Question Text Do records document adequate installation and inspection of fault current and
lightning protection?

Result Concern

Assets Covered Unit 925

Summary TD.CP.FAULTCURRENT.R--Olympic has experienced ground faults.  OPL uses
lightning arrestors, grounding, and mag bags at rectifiers and other equipment to
protect from ground faults.

Result Notes Olympic has experienced ground faults in Unit 925.  OPL operates in location
directly under high tension power lines. OPL uses lightning arrestors, grounding,
and mag bags at rectifiers and other equipment to protect from ground faults. 
Watchdog system notifies BP if rectifiers go off-line (due to power surge like
ground faults).

Result Sat

Assets Covered Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)
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TD.ICP: Internal Corrosion - Preventive Measures

Question ID,
References

TD.ICP.REGRURALGATHER.R , 195.11(d) (195.11(b)(10))

Question Text Do records indicate the process to continuously identify operating conditions that
could contribute to internal corrosion on regulated gathering lines adequately
identifies threats, and was the program established before transportation began or
if the pipeline existed on July 3, 2008, before July 3, 2009?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such relevant facilities/equipment existed in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.ICP.INVESTREMED.R , 195.589(c) (195.579(a))

Question Text Do records document investigation and remediation of the corrosive effects of
hazardous liquids or carbon dioxide being transported?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such relevant facilities/equipment existed in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.ICP.INHIBITOR.R , 195.589(c) (195.579(b)(1); 195.579(b)(2); 195.579(b)(3))

Question Text Do records document that corrosion inhibitors have been used in sufficient
quantity?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.ICP.INHIBITOR.O , 195.579(b) (also presented in: ALO.TD)
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Question Text Are internal corrosion monitoring devices placed in appropriate locations?

Result NC

Assets Covered Unit 39735

Result Notes not observed

Result NA

Assets Covered Unit 925, Unit 32965

Result Notes No such relevant facilities/equipment existed in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.ICP.EXAMINE.R , 195.589(c) (195.579(c); 195.579(a))

Question Text Do records document examination of removed pipe for evidence of internal
corrosion?

Result Sat

Assets Covered Unit 925

Result NA

Assets Covered Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.ICP.EVALUATE.R , 195.589(c) (195.587)

Question Text Do records document adequate evaluation of internally corroded pipe?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.ICP.REPAIR.R , 195.589(c) (195.585(a); 195.585(b))
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Question Text Do records document the repair or replacement of pipe that has been internally
corroded to an extent that there is not sufficient remaining strength in the pipe
wall?

Result NA

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Temporary
Inspector Notes

(none)

 

Question ID,
References

TD.ICP.BOLINING.R , 195.589(c) (195.579(d))

Question Text Do records document the adequate installation of breakout tank bottom linings?

Result NA

Assets Covered Unit 32965, Unit 39735

Result Notes No such event occurred, or condition existed, in the scope of inspection review.

Result Sat

Assets Covered Unit 925

Temporary
Inspector Notes

(none)

 

TQ.OQ: Operator Qualification

Question ID,
References

TQ.OQ.ABNORMAL.P , 195.503 (195.505(b))

Question Text Does the OQ plan adequately address abnormal operating conditions (AOCs)?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

TQ.OQ.ABNORMAL.R , 195.507(a) (195.507(b); 195.503)

Question Text Do records indicate evaluation of qualified individuals for recognition and reaction to
AOCs?
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Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

TQ.OQ.OQPLAN.O , 195.505(h) (also presented in: ALO.TQ)

Question Text Do individuals performing covered tasks demonstrate adequate skills and
knowledge?

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

TQ.PROT9: OQ Protocol 9

Question ID,
References

TQ.PROT9.TASKPERFORMANCE.O , 195.501(a) (195.509(a)) (also presented in:
ALO.PROT9)

Question Text Verify the qualified individuals performed the observed covered tasks in accordance
with the operator's procedures or operator approved contractor procedures.

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes Covered tasks included: P/S reads, rectifier check and reads, station check,
partially operate valve (Unit 39735)

Temporary
Inspector Notes

(none)

 

Question ID,
References

TQ.PROT9.QUALIFICATIONSTATUS.O , 195.501(a) (195.509(a)) (also presented
in: ALO.PROT9)

Question Text Verify the individuals performing the observed covered tasks are currently qualified
to perform the covered tasks.

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)
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Question ID,
References

TQ.PROT9.AOCRECOG.O , 195.501(a) (195.509(a)) (also presented in:
ALO.PROT9)

Question Text Verify the individuals performing covered tasks are cognizant of the AOCs that are
applicable to the tasks observed.

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

TQ.PROT9.VERIFYQUAL.O , 195.501(a) (195.509(a)) (also presented in:
ALO.PROT9)

Question Text Verify the qualification records are current, and ensure the personal identification
of all individuals performing covered tasks are checked, prior to task performance.

Result Sat

Assets Covered Unit 925, Unit 32965, Unit 39735

Temporary
Inspector Notes

(none)

 

Question ID,
References

TQ.PROT9.CORRECTION.O , 195.501(a) (195.509(a)) (also presented in:
ALO.PROT9)

Question Text Have potential issues identified by the headquarters inspection process been
corrected at the operational level?

Result NC

Assets Covered Unit 925, Unit 32965, Unit 39735

Result Notes Could not confirm.  This information was not available.

Temporary
Inspector Notes

(none)

 

Acceptable Use: Inspection documentation, including completed protocol forms, summary reports,

executive summary reports, and enforcement documentation are for internal use only by federal or state

pipeline safety regulators. Some inspection documentation may contain information which the operator

considers to be confidential. In addition, supplemental inspection guidance and related documents in the file

library are also for internal use only by federal or state pipeline safety regulators (with the exception of
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documents published in the federal register, such as advisory bulletins). Do not distribute or otherwise

disclose such material outside of the state or federal pipeline regulatory organizations. Requests for such

information from other government organizations (including, but not limited to, NTSB, GAO, IG, or

Congressional Staff) should be referred to PHMSA Headquarters Management.

Results and Notes Review file:///C:/InspectionAssistant/App/chrome/content/0.1/index.html?ff_profi...

72 of 72 12/17/2014 1:00 PM


